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GUIDELINE 1: Building facades shall be maintained at  the build-to line.

• A minimum of 50% of the frontage along the build-to line on the primary street shall be
occupied by building.

In Zone I the remaining 50%
of frontage along the build-to
line shall be either building or
one of the following beneficial
uses:

- Pedestrian Access
- Pedestrian Amenity

Area
- Auto Access
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• Buildings are encouraged to be constructed at intersections, adhering to both the
primary and secondary street build-to lines.

In Zone II the remaining 50%
of frontage along the build-to
line shall be either building or
one of the follow ing beneficial
uses:

- Pedestrian Access
- Pedestrian Amenity

Area
- Auto Access
- Landscape Open

Space



Town of Winter Park Design Regulations and Guidelines 9

GUIDELINE 2: V isibility of parking from the street sha ll be m inim ized.

• Place parking behind the building.
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• In Zone I parking shall be set back 30' measured perpendicular from the build-to line on the
primary street and 15' on the secondary street.  In Zone II parking shall be set back 15'
measured perpendicular from the build-to line on the primary and secondary street.

• Parking exposed to the street shall provide the follow ing screening:
Zone I - A minimum 30" high opaque wall located adjacent to the parking lot.
Zone II - A landscape buffer located within the 15' parking setback which screens

the parking lot from the street.
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GUIDELINE 3: Building sit ing shall be responsive to th e exist ing site
features.

• Removal of trees, shrubs, and non-hazardous native plant materials generally should be
limited to removal of those essential for development of the site.

• On hillsides, excessive grading should not be permitted.

• Cut and fill slopes shall be structurally stable, erosion resistant, and insofar as practicable,
be contoured to blend with the natural, undisturbed terrain.

• All grading and excavation scars should be planted w ith native plant material that w ill
harmonize with the natural landscape.
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GUIDELINE 4: Provide substantial building mass at th e build-to line.

• Buildings are encouraged to be at least two stories at the build-to line.

IN THE DC ZONE:

• Buildings should not exceed 40' in height at the build-to line.

• Buildings may increase in height up to 55' w ithin a bulk plane, defined by a 45 degree line
cast from any point 40' above the build-to line.



Town of Winter Park Design Regulations and Guidelines 13

GUIDELINE 5: Building mass, length and height should be composed to
provide variation, visual interest, appropriate scale and
proport ions.

• Building designs should provide understandable human scale.
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• Provide variation in the wall plane.

• Provide variation in roof lines and roof forms.

• Group elements (ie. w indows) to provide better facade composition.



Town of Winter Park Design Regulations and Guidelines 15

GUIDELINE 6: Buildings shall be designed in a contem p orary w ay.
Building character should be responsive to W inter P ark’s
unique mountain sett ing.
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