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GUIDELINE 7: Avoid building character that makes ove rt stylist ic reference
to other t imes and other places.

• Exceptions will be considered for additions to existing buildings which have a defined style.
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GUIDELINE 8: Develop the first level of buildings to  provide visual interest
to pedestrians along pedestrian w ays. Provide clear
distinction betw een upper and low er floors.

• The first floor facade can accommodate a variety and exuberance of expression, while
upper floors should be more restrained and quiet, providing an aesthetically pleasing
background.
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GUIDELINE 9: All retail and other public entries sha ll be clearly visible and
accessible from the pedestrian w ay along the buildi ng’s
primary street.
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GUIDELINE 10: Snow  management is crit ical in this mo untain environment.
Roofs shall be designed to either hold snow , or shed s now
in appropriate areas.
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GUIDELINE 11: Prim ary building materials shall be com pa tible and in
harmony w ith the natural sett ing of W inter Park.  Use of
stone, w ood, stucco and masonry is encouraged.

• To insure compatibility, the use of materials
textures and colors which are found naturally
occurring in the surrounding landscape is
encouraged.

• Building facades should incorporate a variety
of materials.

• The use of stone or masonry as a building base
material, up to a height of at least 36", is
encouraged.

• Muted colors are encouraged. Exemplary colors
are available for review at the Town Hall.
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GUIDELINE 12: M echanical appurtenances, services area s, storage areas,
and trash receptacles shall be screened from public  view .

• Grade level screening may be accomplished by using fences, walls or landscaping.

• Design of screening devices should be harmonious w ith the forms, colors and textures of
their adjacent building and site.
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GUIDELINE 13: Parking lot light ing in DC and RC zone districts of Tow n
should be kept to a m inimum

• There should be no single bulb intensity which exceeds 175 watts.

• Maximum height of fixtures should not exceed 21 feet.

• Minimum spacing between fixture poles should not be less than 60 feet.

• Light intensity at ground level should not exceed 2 footcandle average within a maximum
to minimum ratio of 15:1.

• Fixtures should be shaded so that the source of light is not visible from above a horizontal
plane.

• Fixtures located on buildings shall not be located above the eave line or above the top of
the parapet wall.

• Light fixtures on buildings shall not exceed a 21' mounting height.


