GUIDELINE 1:  Building Height

Building height definition:

Building height is the vertical distance above the lowest point of an exposed
foundation at the finished grade to the highest point of the coping of a flat roof or
to the top of a mansard roof or to the mid-point of the highest gable of a pitched
or hipped roof.

Buildings with a flat or mansard roof shall not exceed thirty-five feet (35') in height.
A building with a pitched or hipped roof shall not exceed thirty-five feet (35') when

measured to the mid-point of the pitched or hipped roof. The highest point of a
pitched or hipped roof shall not exceed forty-two feet (42'). (Refer to Figure 1.)

" HIGHEST BORNT OF DUILDENG B4l L
OT ENCEED 0' FROM THE LOREET
PORNT OF EFOSED FOUNDATER

RED00NT OF A FIICHED OR,

=" [ FFEI0OFSIALL NOT

= ENTIED 35 FOM THE LOWEST
PEENT 07 EXFOSED FOUNTIATION

LEeLTEED “‘%ﬁ.ﬁ

T

"
oy
]

'|E| I'HHH'

—

i iy

.]F.“H’l'ﬂ“Mﬂ"L".‘!TP.‘Fﬂ

Figure 1. Building height for a pitched or
hipped roof.
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On sloped building sites, structures should step-up the hillside. (Refer to Figure
2.) The overall height of a terraced or stepped structure shall not exceed fifty-five
feet (55') measured from the elevation of the lowest point of an exposed
foundation at finished grade to the highest point of a roof elevation. (Refer to
Figure 3.)
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Figure 3. Overall height for a stepped or terraced building.
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Other considerations

. The mountainside or other landforms should act as the backdrop to the
home. Ifthe house does break the plane of the natural backdrop, it should
be designed to mimic the natural lines of the mountainside.
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GUIDELINE 2:  Roofs

Unbroken roof lines:
Long unbroken roof lines should be avoided. Instead, roofs should be segmented
into smaller components to reflect the irregular natural mountainside patterns.
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Figure 6. Roof forms follow the natural slope.
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Snow shedding:

Snow management is critical in the mountain environment.

Roofs shall be

designed to either hold snow or shed snow in appropriate areas. Use of snow
guards in high risk areas is encouraged. Roof snow loads shall be a minimum of
one hundred pounds (100 Ibs.) per square foot.
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Figure 7. Snow shed management.
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Figure 8. Snow retention.
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