GUIDELINE 4: Windows and Non-reflective Glass

Although glass has inherent reflective qualities, mirrored glass intensifies this
effect. Similar to bouncing the sun’s ray off a mirror, reflective glass emits glare
even from minimal, indirect solar and artificial lighting. The resulting glare is
typically perceived as a negative quality because it draws the observer's eye to
the source which contradicts the Guideline's vision statement, “Individual
buildings should not visually dominate the townscape and natural surrounding,
nor call undue attention to themselves.”

Windows should establish patterns and architectural expression on exterior walls
as well as be responsive to interior uses, views and passive solar energy
considerations. Large, uninterrupted expanses of glass and repetitive bands of
windows should be avoided. Rather, combinations of windows should be used
to establish human scale to building facades.

Appropriate glass material: Prohibited glass material:
- Double or triple glazing - Mirrored glass

- High technology glass

- Low E-glass

GUIDELINE 5: Decks, Balconies and Patios

Decks, balconies and patios, along with other architectural elements, should be
incorporated to create variety and detail on exterior elevations. Resulting shadow
patterns will camouflage the building amongst the trees. Therefore, long,
continuous bands of balconies and decks should be avoided.

Balconies, decks and patios should be located in areas of high solar exposure
and view corridors. However, removal of excess vegetation to create view
corridors is prohibited.

Systems for decks shall be supported by concrete pier footings. Concrete
footings extending more than eighteen inches (18") out of the ground shall be
veneered.
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GUIDELINE 6: Exterior lllumination

Guideline 6's intention is to limit artificial lighting such that light pollution does not
destroy the visual quality of the mountains and night sky that residents and
visitors enjoy. Light population is a sensitive issue, as evidenced by the Town
Council adopting Ordinance Number 237 that restricts outdoor lighting for the
downtown and residential areas.

Use of exterior lighting should be primarily for functionality rather than aesthetics. For example:

- Appropriate lighting sources shall subtly illuminate functional and task
areas such as building entrances, decks, patios, balconies, storage areas,
garages, drive aprons, walks, address and complex signage.

- Continuously illuminating non-task oriented areas such as the forest,
landscaping and structures is prohibited.

The secondary effect of interior illumination through windows provides enough
lighting that the structure’s character will be visible from streets, the valley and the
ski slope. However, light emanating from the house should not contribute to
nighttime glare as seen from the street and public ways.

To accomplish the above, the architect is challenged to create a functional, yet
aesthetically pleasing, lighting scheme by adhering to the following guidelines:

Permissible exterior lighting:
. All exterior lighting must subtly illuminate functional areas only.

Attached and unattached lighting fixtures must be hooded and angled at 45
degrees towards the ground (Refer to Figures 11 through 14) so that:

- No light may escape from above the horizontal plane; and

- The light source (e.g. light bulb) is not visible.

- Flood lights shall be hooded, have motion detectors and illuminate
functional areas only, such as garage doors, storage areas, walks and
drives.

. Fixtures on buildings shall not be located above the eave line or above top

of the parapet wall.

. Attached or unattached parking fixtures in townhome or condominium
complexes shall not exceed twenty-one feet (21') in height. Light patterns
shall only affect the parking area.

= Large complexes may use pedestrian path lighting.

. 75 watt bulb maximum for continuously lit areas. Warm-colored lighting
and less wattage is highly encourage.

- Seasonal lighting may not detrimentally affect adjacent neighbors.
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Prohibited exterior lighting:

- Landscaping lights
. Continuously illuminated floodlights
- Light bulbs over 75 watts that are continuously illuminated

Exposed illumination source (e.g. light bulbs)

Note: Landscape and architectural spotlights are not permitted for they add to light pollution and
draw undue aftention to the structure.

Examples of Appropriate/lnappropriate Exterior Lighting (Figures 11-14)
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Figure 11. Roof or parapet |II'IE Figure 12. Hooded fixture and horizontal plane.

Figure 13. Recessed lighting.
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Figure 14, Examples of common light fixtures.
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GUIDELINE 7:  Solid Fuel Burning Appliances

Town Ordinance Number 236 limits the number of approved solid fuel burning
appliances or devices which may be installed in residential units.

Approved solid fuel burning appliance or dOctober 26, 2007 evice is an appliance
or device which is designed or intended to burn solid fuel and which is certified
by the air pollution control division of the State of Colorado Department of Health
to meet the emission standards set forth in Section IV of regulation #4 of Volume
| of the Standards of the State Air Quality Control Commission. In addition, those
solid fuel burning appliances or devices which appear on a list of certified devices
developed by the State of Oregon Department of Environmental Quality
established pursuant to those standards set forth in Oregon's Administrative
Rules, Chapter 340, Division 21, Sections 100 to 190, adopted November 19,
1984, shall also be considered approved.

Solid fuel burning appliances shall not exceed the following limits:

a. Detached single-family dwelling: one approved solid fuel burning
appliance or device per dwelling.

b. Buildings with two dwelling units: one approved solid fuel burning
appliance or device per dwelling unit provided that each dwelling unit is
greater than 1,500 square feet in total living area.

c. Apartments or condominiums with more than two units, commercial and
industrial buildings: one approved solid fuel burning appliances or device in
lobby or other common area of the apartment, condominium or hotel is
permitted. Only an approved non-solid fuel burning appliance may be
installed within any apartment, condominium or hotel/motel room.

In all buildings, the installation of an additional solid fuel burning device is
prohibited is the resulting number of solid fuel burming devices exceeds the
limitations contained in this Section.

MNon-solid fuel burning appliances or devices that burn natural gas, liquefied
petroleum (LPG) or similar fuels which have been approved by Underwriter's
Laboratory, American Gas Associates or the Building Official are permissible.

GUIDELINE 8: Cuts and Fills

Due to visual impacts and erosion, the Town allows only those cuts and fills
necessary to site a building or street. Using fill to create large benches or
terraces is not allowed. In general, the foundation should be set into the hillside,
mimicking the existing topography on sloping sites and earth berms, rock forms
or stone retaining walls should be used to minimize the visual impact of cuts.
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